
Typical Applications 

EXG SERIES Low Wattage Round 
explosion proof LED fixture 

Ratings and Certifications 
• Class I, Division 1, Groups C, D
• Class I, Division 2, Groups A, B, C, D
• Class II, Division 1&2, Groups E, F, G
• Class III
• UL844 Hazardous Location
• UL1598 Wet Location
• UL1598A Marine Outside Type
• CSA C22.2 No. 137, No. 250.0
• IP66/Nema 4X
• IK10 Impact Rating
• ABS

Typical Applications 
Refineries, Pumping stations, Mines, Chemical plants, Marine vessels, Power stations 
Specifications 
• Input voltage 100-277V
• Wattages: 10W/20W/30W/40W
• Operating temperature: -40F to 149F (-40C to 65C) 
• T-code rating: T4 
• Beam Angle: 120° 
• High efficacy: up to 140lm/W
• L70 > 150,000 hours
• CRI > 70
• Surface, pendant, pole and wall arm mounts available
• Various optics for uniform illumination
• Copper free marine grade aluminum
• High vibration resistance
• 50/60Hz
• Power factor >0.90
• Optional dimming driver

Dimensions 
Mounting Adaptor-A 

Mounting Pipe 

3/4" NPT 
Mounting 
Adaptor-B 

3.7" 

Arm Installed holes 
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WATTAGE LUMENS 

20W 2800 

30W 4200 

40W 5600 

4x9mm 

3.7" 

9.84" 

3/4"NPT 

6.85" 

12.24" 

6.3" 
25¡ãAlternative joint 

Section: A-A 

4.53" 
6.02" 

6.02" 

7.52" 
8.78" 

10.39 
13.9" 
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Ordering information 
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SERIES WATTAGE VOLTAGE COLOR 
TEMP 

BEAM 
ANGLE 

MOUNTING OPTIONS ACCESSORIES 

EXG 30W(STD) V1=120-
277(STD) 

5000K 
(STD) 

120° 
(STD) 

CMJB=Ceiling 
Mount with 

Junction Box 

D=0-10V 
Dimming 

DR=Dome Reflective 
Hood 

40W(STD) 4000K PPJB=12” 
Pendant Pole with 
Junction Box NPT 

¾” 

AR=Angled Reflective 
Hood 

20W WA=Wall Arm 

90DPS=90° Pole 
Stanchion 

25DPS=25° Pole 
Stanchion 

25DWMJB=25° 
Wall Mount with 

Junction Box 

90DWMJB=90° 
Wall Mount with 

Junction Box 

PP=Pendant Pipe 

PPEB=Pendant 
Pipe with External 

Box 
| | | | | | | | 

EXG V1 120° 
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Mounting EXG Series   

Pendant Pole 
 
 
 

25° Pole Stanchion Pole Stanchion 

 
 
 

Wall Arm 

12° Pendant Pole 

 
 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
www.lightlogix.com      N15W22120 JERICHO DR #2 WAUKESHA WI 53186 

Ceiling Bracket 
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