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HAEX-LC1D2 LINEAR  
High Ambient Explosion Proof 
LED 

Ratings	and	Certifications	
 Class	I,	Division	2,	Groups	A,	B,	C,	D	
 Class	II,	Division	2,	Groups	F,	G	
 Class	III,	Division	1	&	2	
 UL	844	Hazardous	Location	
 UL	1598	Wet	Location	
 UL	8750		
 CSA	C22.2	No.	137,	No.	250.0	
 IP68	&	salt	water	spray	resistant	
 NEMA	6/6P

	
	
Typical	Applications	
Oil	Refineries,	Offshore	Oil	&	Natural	Gas	Platforms,	Painting	Facilities,	Power	stations,	Food	&	
distilling	production,	Mines,	Paint	facilities	
	

Specifications	
 Ambient	operating	temperatures:	‐48C	(‐54F)	–	100C	(212F)	
 Warranty	for	the	high	ambient	hazardous	location	fixtures	is	as	follows:	

	Up	to	65C	–	5	year	fixture	warranty	with	L70	lumen	depreciation	warranty	
	66C	to	85C	–	2	year	fixture	warranty	and	no	L70	lumen	depreciation	warranty	
	86C	to	100C	–	1	year	fixture	warranty	and	no	L70	lumen	depreciation	warranty	

 L70	>	60,000	hours	
 Input	voltage	AC120/	AC277	
 AC	Driverless	Technology		
 LED	Color:	3000K	(Warm	White),	5000K	(Cool	White)	
 CRI	>	80	Warm	White/	CRI	>	70	Cool	White	
 Wall,	ceiling,	and	stanchion	mounts	available	
 Marine	Grade	copper	free	aluminum	alloy	
 High	vibration	resistance	
 Power	factor	>	0.95				
 Beam	angle	>	110	degrees	
 50/60Hz	
 Wattages:			40/60	(2	FT)	40/80/120	(4FT)	
 Power	factor	>0.90	
 Tempered	Glass	IEC	Standards	impact‐resistant	>	4	Joule	
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Dimensions	in	mm	(inches)			 	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

Ordering information 
 

SERIES  
 

WATTAGE VOLTAGE COLOR MOUNTING 

HAEX-LC1D2 40W(2FT) 
40W(4FT) 
60W(2FT) 
80W(4FT) 

120W(4FT) 
 

V1=120V 
V2=277V 

30=3000K 
50=5000K 

W25=Wall 25 deg. 
W90= Wall 90 deg. 

H25=Hanging 25 deg. 
H90=Hanging 90 deg.  

S25=Stanchion 25 deg. 
S90=Stanchion 90 deg. 

SL=Street Light 
WHT=Wall/Hanging 
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 Mounting Options & Mounting Codes (dimensions in mm)    


